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Feb 12, 2010 

QS1R Driver Switch Procedure on Windows XP 

This document decribes the steps necessary to switch from using the WinUSB driver to the libusb-win32 

driver for the QS1R hardware on Windows XP. 

Please follow these steps exactly as written.  In preparation, please download the libusb-win32 driver 

from: 

http://www.philcovington.com/qs1r_latest/Misc/libusb/libusb_qs1r.zip 

and unzip this file to a folder called άqs1r_libusbέ.  Please remember where you created this folder 

because you will need to browse to it later in step 8 below. 

NOTE:  At this point you do not have to uninstall SDRMAXII if you have already installed it.  You can do 

that later after successfully changing the driver. 

NOTE: The QS1R Receiver should be powered up and connected to the PC via the USB cable.  You do not 

need to cycle power on the QS1R or restart your computer during this procedure. 

STEP 1 

Open Device Manager.  The easiest way to do this is to right click on άMy Computerέ and select 

άPropertiesέ.  Click on the άHardwareέ tab and then click the άDevice Managerέ button. 

Device Manager should look similar to Figure 1 when you expand the άUniversal Serial Bus 

controllersέ list. 

http://www.philcovington.com/qs1r_latest/Misc/libusb/libusb_qs1r.zip
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Figure 1 

 

STEP 2 

Right click on the άQS1R Receiverέ entry. (It may also be listed as άQS1R Direct Sampling 

Receiverέ) and select άUpdate DriverΧέ from the list.  See Figure 2. 
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Figure 2 

 

STEP 3 

The άHardware Update Wizardέ window should open.  See Figure 3.  Select άNo, not this timeέ 

and click on άNextέ. 
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Figure 3 

 

STEP 4 

See Figure 4.  Select άInstall from a list or specific location (Advanced)έ and click άNextέ.   

Note: DO NOT SELECT άInstall the software automatically (Recommended)έ.  Doing so will 

result in the WinUSB driver being installed for QS1R again! 
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Figure 4 

 

STEP 5 

See Figure 5.  Select άDonΩt search.  I will choose the driver to install.έ  and then click on άNextέ. 

Note:  DO NOT SELECT άSearch for the best driver in these locations.έ  Doing so will result in 

the WinUSB driver being installed for QS1R again! 
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Figure 5 

 

STEP 6 

See Figure 6.  At this point click on άHave Diskέ.   

Note: Do not select άQS1R Receiverέ in the άShow compatible hardwareέ box.  Doing so will 

install the WinUSB driver again ς we do not want this. 
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Figure 6 

 

STEP 7 

The άInstall From Diskέ dialog box should show up.  See Figure 7.  Click on άBrowseέ. 

 



Page 8 of 14 
 

 

Figure 7 

 

STEP 8 

The άLocate Fileέ dialog box should show up.  See Figure 8.  Navigate to the folder where you 

unzipped the qs1r_libusb files.  Select the άQS1R_REVC.infέ file and click on άOpenέ. 
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Figure 8 

 

STEP 9 

Now you should be back at the άInstall From Diskέ dialog box.  See Figure 9.  Click on άOKέ. 
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Figure 9 

 

STEP 10 

The άHardware Update Wizardέ dialog box should appear as in Figure 10.  Click on άNextέ. 
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Figure 10 

 

STEP 11 

The άHardware Update Wizardέ dialog box should indicate that the driver is being installed as in 

Figure 11. 
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Figure 11 

 

STEP 12 

The άHardware Update Wizardέ dialog box should indicate άCompleting the Hardware Update 

Wizardέ and άThe wizard has finished installing the software for: ΨQS1R VERBΩέ as in Figure 12.  

Click on άFinishέ. 


